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FEATURE PRODUCTS

Molex Multi-Drop Sealed Connector

The Multi-Drop Sealed Connector and Cable system features rugged
IP-66 and -67 interface seals using field-termination cable-pierce
technology to offer a simple, free-form, pluggable connector string

Features

» UV protected housings,
gel mats and connector
interfacial seal

» 50-cycle durability

» Lead-in chamfers on
housings

Applications

» Lighting & power
applications

» Security systems & sensors
in office buildings

» Road infrastructure

» Car parks

» Public transport

Amphenol LTW Outdoor Waterproof LED Hybrid Connector

Amphenol LTW offers a range of innovative waterproof products for
external LED Lighting applications, designed and manufactured to
be high/low temperature resistant, UV resistant and dust, sands and
corrosion proof. All products meet IP66, IP67, IP68 or IP69K.

Features
» Power and data transmission
» UL standard and fire rating
UL94vO
operating temperature
-40°C-105°C
current rating 5A - 25A
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Applications

» Outdoor displays / TV
» Traffic signals

» Outdoor lighting

Molex Passive-Safety Pole Connector

Molex has designed the Passive-Safety Pole Connector to meet the
new European requirement which states that all road-side lighting
and electrified signage must have a power quick-disconnect sys-
tem. The system must disconnect the electrical supply to the pole

or sign within 0.4 seconds of impact.

Features

» Connector and cable are
pre-assembled to guaran-
tee quality

» Built-in pole fixing strap

» Low extraction forces

» P68 sealed

» Waterproof cap

» Meets EN12767 for passive
safety of roadside lighting
and signage

Applications

» Street lighting

» Traffic lights

» Traffic bollards or posts

» Anywhere on roads, high-
ways & motorways where
power is used

» Any application where a
power quick-disconnect is
required
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WIRE-TO-BOARD

Tyco Electronics Poke-In Wire Lighting Connector

Tyco Electronics' poke-in
connector is a low profile,
surface mount (SMT), two-
position connector ideally
suited for use in PCB-based
LED strings, lighting con-
trols, and other applications
that can benefit from an
easy poke-in wire termina-
tion to the PCB. Available in
surface mount tape and reel
packaging, the connector is
designed to accept a wide
range of wires.

Tyco Electronics' new
wire-to-board plug
connector mates to the
new series of surface mount
hermaphroditic blade and
receptacle board-to-board
connectors. The connector
provides power to the first
LED printed circuit board
in a string of rigid printed
circuit board light strips.

Tyco Electronics has
extended its line of Micro
MATE-N-LOK soft-shell
connectors with a new low-
profile version with a slim
vertical height of less than
4.7 mm, about 45% lower
than existing members of
the family. The low profile
makes the connectors well
suited to space-constrained
LED lighting applications.

Features

» 1or2pole

» 5A 250VAC

» SMT and through hole versions

» White or black housing

» Low profile @ 3.9mm

» Low insertion force versions

» Gel filled versions for indoor /
outdoor applications

» 0.4 to 0.8mm? solid

» 0.5 to 0.8mm? pre-bond
stranded

» 0.8mm? stranded wire

» Side by side stackable

» Rounded corners to minimise
shadowing

Features

» 2,4 or 6 poles

» Compliment existing board to
board parts

» Positive latch using modified
PCB housing

» 0.3 to 0.8mm? stranded wire

» Optional dust cap

» Cable Assemblies available

» UL recognised

Features

» 2,3 0or4 pole

» 5A 250VAC

» SMT and Sub 4.7mm ht'

» Black or white housing

» Side mounted latch feature

» Polarised housings

» 3mm pitch

» Adopts std MNL contacts

» 0.4to0 0.6mm?and 0.1mm?
wire ranges

» Tape & reel, plus
vacuum ‘pick-able’
» 17 variants

Applications:

» LED channel letter
lighting strips

» General illumination
LED fixtures

» Backlight engines

» Outdoor LED street
and walkway
lighting

» Architectural cove
and valence lighting

» Digital signage

Applications

» LED lighting
controls

» LED lighting strips

» Channel lighting

Applications

» |deal for LED lighting
applications

» Consumer lighting -
shelf/cabinet, under
counter, cove lighting

» Commercial lighting -
signage, refrigeration,
display cases

www.avnet-abacus.eu/lighting




Tyco Electronics Inverted SMT Thru Board Connector

Tyco Electronics' SMT thru-
board connector provides
a means to bring power
from the underside of an
FR4 or aluminum-clad pc
board, eliminating issues of
dressing wires on the top
side of LED boards.

Tyco Electronics' IDC SMT
and thru-hole wire-to-board
connectors are designed for
quick, tool-less termination
of discrete wires onto LED
printed circuit boards.

Features

» 2,3,4,50r6 pole

» 3A using 0.2mm? wire

» 50VAC/ 50VDC op voltage

» Adopts std “mini CT”
product

» 94 VO rated thermoplastic

» Surface Mount Hold
downs for stability and
mating force resistance

Features

» 1,2,3 &4 positions

» Closed end & feed through

» 18-24 AWG stranded and
solid wire

» Dual IDC slots for
redundancy

» Connector placed
through cutout in PCB

Applications

» LED lighting controls

» Indoor and outdoor
lighting fixtures

» General LED illumination
fixtures

Applications

» LED lighting controls

» General illumination LED
fixtures

» Connecting strings of
PCB LED light modules

In SSL applications
specifically, these
connectors bring power &
signal onto the PCB or to
daisy chain multiple boards
in a long string. While the
IDC contact provides a
gas-tight connection to
conductor of the wire, the
housing has been designed
to grab the insulation of the
wire to provide a positive
strain relief even in the
harshest conditions.

Features:

Series 9175

» 26 AWG to 28 AWG wires

» Insulation diameter from
0.7mm to 1.0mm

» 1 amp current rating

» Split SMT tail design
to provide maximum

20
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stability on the PCB.
» 2p and 3p configuration
» End stackable for higher
pin counts.

Series 9176

» 18 AWG to 24 AWG wires

» Insulation diameter from
1.7mm to 2.Tmm.

» Dual contact connectors
support a 10 amp current
rating

» Two large SMT solder
tails per wire to provide
maximum stability on the
PCB

» Available in 1p-3p
configuration

» End stackable for higher
pin counts

» Optional locking strain
relief caps that act as the
termination tool for severe

vibration applications.

Series 9177

» 14 AWG to 20 AWG
wires

» Insulation diameter from
2.75mm to 4.25mm

» Dual contact connectors
supporta 15 amp
current rating with two
large SMT solder tails
per wire to provide
maximum stability on
the PCB

» Available in 1p-3p
configuration

» End stackable for higher
pin counts



Hirose has launched

the new DF57 range of
headers, sockets and crimp
contacts to meet with

the demand for smaller
yet better performing
connectors. The connector
has been designed with
space saving in mind, it
only occupies 18mm? or
23mm? approximate board
space for the two and
three contact positions
respectively, the height
profile is a mere 1.4mm.

The 917X series of

surface mount Insulation
Displacement Connectors
(IDC) were developed to
meet the harsh automotive
and industrial market
applications for connecting
individual wires directly to a
PCB ranging from 14 AWG
to 28 AWG. These contacts
bring power and signal
onto the PCB or are used to
daisy chain multiple boards
together in a long string.

This new connector has
been designed principally
for use in the industrial
and lighting markets and
terminates wires to PCB
in a solderless operation.
Availablein 1, 2,3,4,6

& 8 way horizontal SMT
mounting. The connector
is available in either
white (standard) or black
(optional).

Hirose DF57 Series -1.2mm Pitch, Wire to Board Connector for Power Supplies

Features

» 2 amp current rating per
contact

'Swing Lock’ offers a unique
double locking mechanism
which can withstand a
minimum of 5N of cable pull
force

Blade contacts prevent
damage against cable
wrenching forces

Long contact mating length
of 0.42mm.

» Available in two or three

¥

¥

¥

Features

» Tested to automotive
levels of shock, vibration,
and temperature cycling

» Gas-tight connection to
conductor of the wire

» Optional cap provides a
positive strain relief even
in the harshest conditions

» 18 AWG to 24 AWG wires

» Insulation diameter
ranging from 1.1mm to
2.1mm.

» Dual beam contacts support
a 10 amp current rating

Features

» Wire to board connector

» 1,2, 3,4,6 &8 horizontal

SMT mounting

Uses considerably less

PCB area than competitive

products. On a 4 way

connector size, our PCB

footprint is 90 sg-mm,

competition is 160 sg-mm.

» White (standard) or black
(optional)

¥

positions
» AWG 30 - 28 cable
sizes.

Applications

» LED displays

» Touch panels

» Small motors

» Industrial robots
» LED lighting

modules
» Digital cameras

» Large SMT solder base
to provide maximum
stability on the PCB.

Applications

» Connecting discrete
wires to PCB

» Daisy chaining PCBs

AVX 9276 Poke-Home Wire to Board Connector

» Suitable for any gauge
wire between 18AWG
and 24AWG, solid or
stranded wire

» Max operating voltage
of 250V

Applications

» Bringing power & signal
to PCB

» Daisy chaining PCBs

www.avnet-abacus.eu/lighting
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BOARD-TO-BOARD

Tyco Electronics'
hermaphroditic blade and
receptacle in-line connector
from Tyco Electronics is
designed to make connecting
of aluminum-clad printed
circuit boards for LED lighting
applications that include
lighting controls and LED light
modules faster and easier.

Tyco Electronics' miniature
hermaphroditic board-
to-board connector is
specially designed for LED
printed circuit boards used
in various applications. It

is a simple SMT connector
and is intended for use
with in-line board-to-board
applications.

AVX SSL - One Piece Card Edge Connector

The 9159 series of board-to-
board interconnect system
allows two PCB's to be
mated end-to-end creating
strips of LED lighting.
Designed specifically for the
unique Solid State Lighting
(SSL) market requiring
coplanar (horizontal-to-
horizontal) PCB mating.

]
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Features

» 2,4 or 6 poles

» 6A, 125VDC/ 125VDC

» SMT and low profile @
3.9mm

» Black or white housing

» 1 part for both mating
halves

» Articulates from 90 to 180
deg

Tyco Electronics Miniature Hermaphroditic Board-to-Board Connector

Features

» 2,4and 6 position

» Hermaphroditic connector
mates to itself

» Low profile with small
mating length 11Tmm

» Connector height:2.3mm

» Pitch 3.0mm

» SMT version

Features

» 1-Piece Card Edge connector

» Dual contact beams to
guarantee a high contact
force on standard 1.6mm
PCB's

» Available in 2 to 5 positions

» 2.0mm pitch centres to
provide a 3 amp continuous
rating

» Available in black and white

» Mate & un-mate
vertically &
horizontally

Applications:

» LED lighting modules

» Incandescent lighting
strips

» Channel lettering

Applications

» LED cabinet lighting

» LED furniture lighting

» LED advertisement
lighting

» LED refrigerator
lighting

» LED decoration
lighting

» LED spot lighting

Applications

» Coplanar PCB mating
in SSL products

» LED linear lighting
strips
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interconnect systems allows
two PCBs to be mated end-
to-end creating strips of LED
lighting.

Tyco Electronics' screw
down jumper assembly
simplifies the manufacturing
process for SSL applications
by providing electrical
connection between two
PCBs arranged in a string of
LED PCBs

Tyco Electronics' G13 style
SMT assembly and end

cap cover are designed

for use on PCB LED strip
lighting modules in T8 &

T12 fluorescent retrofit LED
tubes

i
AVX Two Piece Board-to-Board Connector
The AVX board-to-board Features Applications
and wire-to-board » Single-sided SMT; supports  » Coplanar mating in SSL

FR4 & metal PCB

» 5 Amp current rating

» 5.5mm mated width

» Gold plated BeCu spring
contacts

products
» LED linear mating strips

Features

» 2-position connection

» Connector assembly fits
onto 16.50mm wide PCB

» 7.0mm PCB spacing

Applications

» T8-T12 fluorescent
retrofit LED bulbs

» LED lighting strips

» LED lighting controls

» Channel lettering

Tyco Electronics G13 Style SMT Assembly and End Cap Cover

Features

» 2-position assembly

» End cap cover designed
to interface with G13 style
SMT assembly, heat sink &
tube.

» 0.5" pin centreline

Applications
» Standard T8 & T12
fluorescent fixtures

www.avnet-abacus.eu/lighting




www.avnet-abacus.eu



® 6000000000000 0000000000000000000000 000

e eoecc0c000000000000000000000000 00

e eoecc0c000000000000000000000000 00

~ Tyco Panasonic
Electronics ideas for life

Our extensive range of relay products include power,
automotive and solid state relays

Power relays are used to switch high currents and to safely
make or break the connection to the power source. They also
protect semiconductor parts from high peak inrush currents.

Solid state relays (SSR) can be used if the application demands
controllers that give logical commands such as traffic lights. SSR
will switch high currents as well as lower ones.

Automotive relays are useful if there is a limited voltage
(12/24VDC) and / or harsh environmental conditions. They can
switch very high currents without being damaged.

. a&K i Tyco
BOURNS .
Electronics

For Solid State Lighting (SSL) power rocker switches, power
rotary switches and pushbutton switches are likely to be a
first choice. For design reasons also toggle switches and full
metal pushbutton switches (i. e. anti-vandal versions) may
also be taken into consideration. Dimmer applications would
use either potentiometers for analogue inputs or rotary
encoders for fully digital controls. Specifying the appropriate
DC current contact rating for the switch is vital.

Panasonic

ideas for life

Lighting applications will often require sensors to switch
or control the application. Commonly motion sensors or
ambient light level sensors will be used to turn a lighting
application on.

www.avnet-abacus.eu/lighting



Solid State Lighting (SSL) is being increasingly adopted across
numerous applications due to the increasing capabilities of
the technology together with its low heat generation, reduced
energy dissipation and long product life characteristics.

LEDs are available across an enormous range of brightnesses,
colours and voltages providing bright, true saturated colours
and a wide temperature range making each application
unique and truly bringing the product and product
environment to life.

Each application has a slightly different design requirement
and Avnet Abacus, together with our sister company EBV,
is able to deliver expertise through every aspect of your
SSL design. EBV can provide an exceptional level of service
and support for your complex illumination needs including
LEDs, LED modules, LED drivers, controls and optics from
some of the world’s leading LED lighting manufacturers.
This matched with Avnet Abacus’ expertise across the power
supply, protection, connection and electromechanical control
elements of your design ensures that you get the complete
solution for your design.




@ EBVElekironik

I An Avnet Company |

Lighting Controls

Avago

Carclo Technical Plastics
Echelon

Everlight

Fraen Corporation
Freescale

Ledil

Luminus

Osram

Vishay

www.ebv.com

www.avnet-abacus.eu/lighting
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Avnet Abacus is a pan-European distributor of interconnect, passive,
electromechanical, power supply and battery products (IP&E).

Our widespread local presence means that you get the product choice,
financial strength, logistics and fulfilment benefits that you would expect
from a global distributor, with the personal service and regional presence of a
local supplier.

Our extensive product range and industry leading supplier linecard is
supported by our team of over 50 product specialists based across Europe,
ensuring that you receive the highest level of product, service and technical
expertise available.

Our product specialists work with you, the customer, to integrate your
requirements with the components and assemblies we supply to create a
unique product solution that meets and exceeds the design brief.

KEY FACTS

> 137 local and multi regional linecard suppliers, supported by 51 pan-
European suppliers

> A pan-European team of over 50 dedicated product specialists

Over 100 account managers backed up by 150 sales assistants across

Europe

40 offices in 18 countries

110,000 product lines, with an inventory value of €60m

13,700 active customers

Central warehouses in Tongeren, Belgium and Newcastle-under-Lyme, UK

Gross sales FY10: €270m

HQ in Munich, Germany

Over 430 employees across Europe

Part of Avnet Inc, a Fortune 500 company and one of the world’s largest

broadline distributors of electronic components

\"
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www.avnet-abacus.eu



AVNET ABACUS OFFICES

Austria

Schénbrunner Str. 297-307
A-1120 Vienna

+43 1 86642-0

+43 1 86642 250
wien@avnet-abacus.eu

Belgium

Eagle Building
Kouterveldstraat 20
B-1831 Diegem

+32(0)2 7099 002
+32(0)2 7099 801
diegem@avnet-abacus.eu

Belarus

c/o Avnet Abacus Russia
Office 26, Building 2

10 Korovinskoye Shoussee,
127486 Moscow

+7 495 937 2167

+7 495937 1263
belarus@avnet-abacus.eu

Bulgaria

c/o Avnet Abacus Slovenia
Dunajska Cesta 159

1000 Ljublijana

+386 (0)1 560 97 54

+386 (0)1 560 98 78
bulgaria@avnet-abacus.eu

Croatia

c/o Avnet Abacus Slovenia
Dunajska Cesta 159

1000 Ljublijana

+386 (0)1 560 97 54
+386(0)1 560 98 78
croatia@avnet-abacus.eu

Czech Republic

c/o Avnet Abacus Austria
Schonbrunner Str. 297-307
A-1120 Vienna

+43 1 86642-0

+43 1 86642 250
praha@avnet-abacus.eu

Denmark

Knudlundvej 24
DK-8653 Them

+45 86 84 84 84

+45 86 84 82 44
them@avnet-abacus.eu

Denmark

Ellekaer 9, DK-2730 Herlev
+45 43 22 80 40

+4543 2280 41
herlev@avnet-abacus.eu

Egypt

c/o Avnet Abacus Turkey
Bayar Cad, Giilbahar Sok,
No:17 Perdemsac Plaza
D:132 TR-34742 Kozyatagi
/Istanbul

+90216 37259 54
+90216 37261 39
egypt@avnet-abacus.eu

Estonia

c/o Avnet Abacus Finland
Pihatérma 1 B

FI-02240 Espoo

+358 (0) 207 499 220
+358 (0) 207 499 240
espoo@avnet-abacus.eu

Finland

Pihatorma 1 B

FI-02240 Espoo

+358 (0) 207 499 220
+358 (0) 207 499 240
espoo@avnet-abacus.eu

France

6/8 rue Ambroise Croizat
ZAE Les Glaises, F-91127
Palaiseau Cedex, Paris
+33(0) 16447 2929
+33(0) 16447 9150
paris@avnet-abacus.eu

France

Parc de la Plaine

35 Avenue Marcel Dassault
F-31506 Toulouse

+33(0) 5 6247 4787
+33(0) 5 6247 4789
toulouse@avnet-abacus.eu

France

Technoparc

BatE, 4 avenue des
Peupliers

F-35510 Cesson Sevigne,
Rennes

+33(0) 29983 7720
+33(0) 29983 4829
rennes@avnet-abacus.eu

France

Parc Club du Moulin a Vent
Bat 40, 33 rue du Dr. G Lévy
F-69693 Vénissieux Cedex,
Lyon

+33(0) 47877 1370
+33(0) 47877 1391
lyon@avnet-abacus.eu

Germany
Gutenbergstr. 15
D-10587 Berlin

+49 (0) 30790997 0
+49 (0) 30 790 997 51
berlin@avnet-abacus.eu

Germany
Werner-von-Siemens-
StralRe 2-6

Gebdude 5137

D-76646 Bruchsal

+49 (0) 7251 917 90

+49 (0) 7251917 92 25
bruchsal@avnet-abacus.eu

Germany

Wilhelmstr. 1

D-59439 Holzwickede /
Dortmund

+49 (0) 2301 2959 27

+49 (0) 2301 2959 29
dortmund@avnet-abacus.eu

Germany
Hans-Bockler-Strasse 10 a
D-37079 Géttingen

+49 (0) 551 305 430

+49 (0) 551 305 4329
goettingen@avnet-abacus.eu

Germany

Rathausallee 70

D-22846 Norderstedt

bei Hamburg

+49 (0) 40 608 23 590

+49 (0) 40 608 23 59-20
hamburg@avnet-abacus.eu

Germany

Gruber Str. 60c

D-85586 Poing / Munich
+49 (0) 8121777 03

+49 (0) 8121777 531
muenchen@avnet-abacus.eu

Germany

Lina-Ammon-Str. 19 b
D-90471 Niirnberg

+49 (0) 911 244 250

+49(0) 911 244 25 25
nuernberg@avnet-abacus.eu

Germany

Gutenbergstr. 15

D-70771 Leinfelden-
Echterdingen / Stuttgart
+49 (0) 711 78260 02

+49 (0) 711 78260 333
stuttgart@avnet-abacus.eu

Greece

c/o Abacus Avnet Austria
Schonbrunner Str. 297-307
A-1120 Vienna

+43 1 86642-0

+43 186642 250
greece@avnet-abacus.eu

Hungary

c/o Avnet Abacus Austria
Schonbrunner Str. 297-307
A-1120 Vienna

+43 1 86642-0

+43 186642 250
budapest@avnet-abacus.eu

Italy

Via Manzoni 44

1-20095 Cusano Milanino
(Milano)

+39 02 660 921

+39 02 66092 332
milano@avnet-abacus.eu

Italy

Viale dellindustria 23
1-35129 Padova

+39 049 7800 381
+39049 7730 36
padova@avnet-abacus.eu

Italy

Via Zoe Fontana 220
1-00131 Roma

+3906 4131498
+39064192618
roma@avnet-abacus.eu

Italy

Via Scaglia Est 144

1-41100 Modena

+39059 351 300

+39 059 344 993
modena@avnet-abacus.eu

Italy

Via Panciatichi 40/11
1-50127 Firenze

+39 055436 1928

+39 055428 8310
firenze@avnet-abacus.eu

Latvia

c/o Avnet Abacus Poland
Plac Solny 16

PL-50-062 Wroclaw

+48 7134 205 99
+48713422910
latvia@avnet-abacus.eu

Lithiuania

c/o Avnet Abacus Poland
Plac Solny 16

PL-50-062 Wroclaw

+48 7134 205 99
+48713422910
lithuania@avnet-abacus.eu

Netherlands
Takkebijsters 2

NL-4817 BL Breda
+31(0) 76 57 22 300
+31(0) 76 57 22 303
breda@avnet-abacus.eu

Norway

Ryensvingen 3 B
N-0680 Oslo

+47 67 97 87 20

+47 67 97 87 21
oslo@avnet-abacus.eu

Poland

Plac Solny 16

PL-50-062 Wroclaw

+48 7134 205 99
+48713422910
wroclaw@avnet-abacus.eu

Portugal

c/o Avnet Abacus Madrid
C/Chile, 10, Oficina 229
ES-28290 Las Matas /
Madrid

+34(0) 913 72 7200
+34(0) 91 636 9781
portugal@avnet-abacus.eu

Romania

c/o Avnet Abacus Slovenia
Dunajska Cesta 159

1000 Ljubljana

+386 (0)1 560 97 54

+386 (0)1 560 98 78
romania@avnet-abacus.eu

Russia

Office 26, Building 2

10 Korovinskoye Shoussee
127486 Moscow

+7 495937 2167

+7 495937 1263
moscow@avnet-abacus.eu

Serbia

c/o Avnet Abacus Slovenia
Dunajska Cesta 159

1000 Ljublijana

+386 (0)1 560 97 54

+386 (0)1 560 98 78
serbia@avnet-abacus.eu

Slovakia

c/o Avnet Abacus Austria
Schénbrunner Str. 297-307
A-1120 Vienna

+43 1 86642-0

+43 1 86642 250
slovakia@avnet-abacus.eu

Slovenia

Dunajska Cesta 159

1000 Ljubljana

+386 (0)1 560 97 54

+386 (0)1 560 98 78
ljubljana@avnet-abacus.eu

Spain

C/Mallorca, 1-23,2a Plta 1
ES-08014 Barcelona

+34(0) 93 327 8550
+34(0) 93 426 80 21
barcelona@avnet-abacus.eu

Spain

C/Chile, 10, Oficina 229
ES-28290 Las Matas /
Madrid

+34(0) 913 727200
+34(0) 91 636 9781
madrid@avnet-abacus.eu

Spain

Paza Zabalgane,

12 Bajo Izda

ES-48960 Galdakao /
Vizcaya

+34(0) 94 457 0044
+34(0) 944567710
bilbao@avnet-abacus.eu

Sweden

Smorhélevagen 3

SE-43442 Kungsbacka

+46 (0)300 140 50

+46 (0)300 140 15
gothenburg@avnet-abacus.eu

Sweden

Esplanaden 3D

Box 1830, SE-171 27 Solna
+46 (0)8 505 262 00

+46 (0)8 505 262 01
stockholm@avnet-abacus.eu

Switzerland

Bernstrasse 392
CH-8953 Dietikon
+41(0) 433224990
+41(0) 433224999
zurich@avnet-abacus.eu

Turkey

Bayar Cad, Gtilbahar Sok,
No:17 Perdemsac Plaza
D:132 TR-34742 Kozyatagi
/ Istanbul

+90216 37259 54
+90216 37261 39
istanbul@avnet-abacus.eu

UK

Cherrycourt Way, Leighton
Buzzard, Bedfordshire

LU7 4YY

+44 (0)1525 858000
+44(0)1525 858111
leightonbuzzard@avnet.eu

UK

Building 5, Waltham Park,
White Waltham, Maiden-
head, Berkshire SL6 3TN
+44 (0)1628 512900

+44 (0)1628 512999
maidenhead@avnet.eu

UK

Ground Floor, Chancery
House, 1 Premier Way
Abbey Park, Romsey
SO519AQ

+44(0)1794 510150
+44 (0)1794 510160
southampton@avnet.eu

UK

Avnet House, Rutherford
Close, Meadway, Stevenage,
Hertfordshire SG1 2EF

+44 (0)1438 789 789
+44(0)1438 789 799
stevenage@avnet.eu

UK

Deltron Emcon House,
Hargreaves Way, Sawcliffe
Industrial Park, Scunthorpe,
North Lincs, DN15 8RF
+44(0)1724 407601

+44 (0)1724 281650
scunthorpe@avnet.eu

UK

Unit A5, 5 Ashworth House,
Deakins Business Park,

The Hall Coppice, Egerton,
Bolton BL7 9RP

+44 (0)1204 590270

+44 (0)1204 590299
bolton@avnet.eu

Ukraine

c/o Avnet Abacus Poland
Plac Solny 16

PL-50-062 Wroclaw

+48 7134 20599
+48713422910
ukraine@avnet-abacus.eu
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